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Top-mounted UV DOD printing system

The WebJet is a fully digital piezo inkjet printing system. Using modern, solvent-free UV-curing inks,

it prints one color on web materials including aluminum foil, paper, PVC and Tyvek. The system is easily
integrated onto any continuous or intermittent motion packaging machine, making it ideally suited for
use within a pharmaceutical environment. Top-mounted, the WebJet can be installed on top of any
packaging machine.

KEY ADVANTAGES

® Highest print quality serialization, randomizing and codes
® Prints graphics, text, and variable data

® High-quality print results, 360 dpi

Fully digital data transfer

Format-free operation, saving changeover time

® UV-curing unit ozone-free



Hapa WebJet

KEY OPTIONS
® Serialization, randomizing and code printing

® Corona treatment station

® Print inspection system

subject to modifications

©2018 Hapa

D-800-801014-en V1807

TECHNICAL SPECIFICATIONS

General Values

Web width max.: 310 mm

Print width max.: 288 mm

Print length max.: 250 mm

Advance length min.- max.: 50 —250 mm
Print resolution: 360 dpi

Print speed max.: 27 m/min

Weight

Weight approx.: 300 kg

Utilities

Supply voltage: 400V or 480V 3Ph+N+PE
Frequency: 50/60Hz

Operating Conditions

Te t in.— ..15-30°C
Dimensions (L x W x H) emperature min.— max.: 15-30
1126 x 1069 x 852 mm Compressed Air

Input pressure: 6 —10 bar
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HAPA AG

Chriesbaumstrasse 4, 8604 Volketswil, Switzerland
T +41 43 399 32 00 - F +41 43 399 32 01
www.hapa.ch
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